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SITE NOTES:

SPLASH PAD INTERIOR WATER SERVICE NOTES:

PHOTO 1 - EX. 4" WATER SERVICE PHOTO 2 -FOUNDATION WALL

PENETRATION

PHOTO 3 - POOL BUILDING PIT PHOTO 4 - MECH. BUILDING

ELECTRICAL PANELS

SPLASH PAD INTERIOR ELECTRIC SERVICE NOTES:

Symbol Label Quantity Manufacturer Catalog Number Description Lamp

Number 

Lamps

Filename

Lumens Per 

Lamp

Light Loss 

Factor

Wattage

C2

6 Lithonia 

Lighting

RADPT P2 40K PATH RADEAN Post-Top with Pathway 

distribution; mounted at 14ft 

(12ft pole)

LED 1 RADPT_P2_40K

_PATH.ies

4009 0.9 38.0107

LIGHTING SCHEDULE
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EROSION CONTROL NOTES:
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TYPICAL PAVEMENT SECTION

TYP SLAB-ON-GRADE 

TYP SLAB-ON-GRADE CONTROL JOINTS

TYP SLAB-ON-GRADE CONSTRUCTION JOINTS
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FRAME AND GRATE TYPE "B" DETAIL (CB2 AND CB3)

PRE-CAST REINFORCED CONCRETE CATCH BASIN & DROP INLET DETAIL (CB2 AND CB3)YARD DRAIN DETAIL

VORTEX PLAYSAFE DRAIN FOR SPLASH PAD
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MANHOLE JOINT AND PIPE CONNECTION DETAILS

DRAIN TRENCH DETAIL WATER LINE TRENCH DETAIL WATER LINE THRUST BLOCK DETAILS

CONDUIT INSTALLATION DETAILS
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1 4'-HIGH ALUMINUM FENCE

1"=1'-0"

5 LIGHT POLE ASSEMBLY AND LOCATION

1/4"=1'-0"

6 LIGHT POLE FOOTING

1"=1'-0"

2 ALUMINUM FENCE GATES

1"=1'-0"

5
'
-
0
"

FINISH GRADE

LIGHT POLE SEE 5/L5

INSTALL ANCHOR BOLTS PER

MANUFACTURER'S

SPECIFICATION USING

MANUFACTURER'S BOLT

PATTERN TEMPLATE

3000 PSI REINFORCED

CONCRETE BASE

#4 REBAR @ 6"OC 3"

FROM FACE, AND #4

TIES AT 12"

CHAMFER CORNERS

1
"
 
M

A
X

GRAVEL BASE

FOR DRAINAGE

ELECTRICAL

CONDUIT

TRENCH,

SEE CIVIL

DRAWINGS

16"

6
"

3
.
5
"
-
3
.
7
5
"

B
O

L
T

P
R

O
J
E

C
T

I
O

N

CAST ALUMINUM BASE COVER

C

L

POLE

NOTE

CONTRACTOR SHALL STAKE

ALL LIGHT POLE LOCATIONS

FOR VERIFICATION BY

OWNERS REPRESENTATIVE.

CONTRACTOR SHALL CHECK

FOR CONFLICTS WITH

EXISTING OR PROPOSED

UNDERGROUND UTILITIES AND

NOTIFY OWNERS

REPRESENTATIVE

IMMEDIATELY IF ANY

CONFLICTS EXIST.

POST-TOP LUMINAIRE WITH

BI-LEVEL MOTION SENSOR

(30% TO 100%) AND

BUTTON PHOTOCELL

WALKWAY

1'-8"

INSTALL HANDHOLE ON

OPPOSITE SIDE OF PATH

LIGHT POLE FOOTING,

SEE 6/L5

12'-HIGH ROUND

STRAIGHT STEEL POLE

3

4

" DRAIN ROCK

6' OC TYP; CUT PANELS TO

SHORTER LENGTHS AS NEEDED

PER LANDSCAPE PLANS

4
'
-
S

T
A

N
D

A
R

D
 
H

E
I
G

H
T

 
P

A
N

E
L

3

7

8

"

.590" Ø  X .0625" PICKET

2.5" PRE-PUNCHED

ALUMINUM POST

(USE 3" POSTS AT

CORNERS AND GATES)

POST IN CONCRETE OR

ASPHALT PAVEMENT:

INSTALL FOOTING

BELOW PAVEMENT;

SEE CIVIL DRAWINGS

FOR PAVEMENT

DETAILS

4
8
"

10"

4
"

3000 PSI

CONCRETE

V
A

R
I
E

S
 
2
"
 
M

I
N

33" BELOW-

GROUND

POST DEPTH

4
"

POST IN PLANTING BED: PROVIDE 4"

PLANTING SOIL COVER OVER

CONCRETE FOOTING; SLOPE TOP OF

FOOTING AWAY FROM POST

4"

ECHELON PLUS MAJESTIC ALUMINUM

ORNAMENTAL FENCE SYSTEM

MANUFACTURED BY AMERISTAR FENCE

PRODUCTS, INC. IN TULSA, OK

NOTES:

1. CONTRACTOR SHALL HAVE AT LEAST FIVE YEARS' EXPERIENCE INSTALLING COMMERCIAL FENCE SYSTEMS AND

SHALL PROVIDE LABORERS AND SUPERVISORS WHO ARE THOROUGHLY FAMILIAR WITH THE TYPE OF

CONSTRUCTION INVOLVED AND THE MATERIALS SPECIFIED.

2. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND PRODUCT INFORMATION TO OWNER'S REPRESENTATIVE FOR

APPROVAL PRIOR TO ORDERING FENCE SYSTEM.

3. FENCE POST SHALL BE SPACED AT 6' MAXIMUM, 4' MINIMUM.  FENCE PANELS SHALL BE ATTACHED TO POSTS WITH

BRACKETS SUPPLIED BY THE MANUFACTURER.

4. WHEN CUTTING/DRILLING RAILS OR POSTS ADHERE TO THE FOLLOWING STEPS TO SEAL THE EXPOSED SURFACES;

1) REMOVE ALL METAL SHAVINGS FROM CUT AREA.  2) APPLY CUSTOM FINISH PAINT MATCHING FENCE COLOR WITH

AMERISTAR  PAINT PENS.

5. GATE POSTS SHALL BE SPACED ACCORDING TO THE MANUFACTURERS' GATE DRAWINGS, DEPENDENT ON

STANDARD OUT-TO-OUT GATE LEAF DIMENSIONS AND GATE HARDWARE SELECTED.  TYPE AND QUANTITY OF GATE

HINGES SHALL BE BASED ON THE APPLICATION; WEIGHT, HEIGHT, AND NUMBER OF GATE CYCLES.  THE

MANUFACTURERS' GATE DRAWINGS SHALL IDENTIFY THE NECESSARY GATE HARDWARE REQUIRED FOR THE

APPLICATION.  GATE HARDWARE SHALL BE PROVIDED BY THE MANUFACTURE OF THE GATE AND SHALL BE

INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.

SINGLE-PANEL GATE

HEAVY DUTY

SELF-CLOSING

HINGE

5' LEAF WIDTH

3"

LATCH

CLEARANCE

ALUMINUM

FENCE PANEL

WITH 3" POST,

SEE 1/L5

CHILD-PROOF

LATCH

2

3

8

"

HINGE CLEARANCE

3"

LATCH CLEARANCE

ALUMINUM FENCE

PANEL WITH 3"

POST, SEE 1/L5

8' MIN POST TO POST (EXACT DIMENSION TO ACCOMMODATE STANDARD SIZES)

INDUSTRIAL-

STRENGTH

HINGE, TYP

LOCKABLE

GATE LATCH

DOUBLE-PANEL GATE

DROP PIN

SLEEVE

6
"

6
"

1
2
"
 
M

I
N

6"x24" GRANITE CURB

PLANT BED

FINISHED GRADE

(LAWN AREA OR

PLAYGROUND

SAFETY SURFACE)

CRUSHED GRAVEL

CONCRETE 6"

MIN ALL AROUND

V
A

R
I
E

S

6" 1'-6"

ENSURE 1" MIN REVEAL AT

BACK OF CURB WHERE

SLOPE IS 3:1 OR GREATER

4 GRANITE CURB - RETAINING

1"=1'-0"

6
"

6
"

6
"

5"x12" GRANITE CURB

IT IS ACCEPTABLE TO USE

SALVAGED GRANITE CURB

FROM SITE DEMOLITION IF THAT

CURB IS IN GOOD CONDITION

PLANT BED
PLAYGROUND

ENGINEERED

WOOD FIBER

CRUSHED GRAVEL

CONCRETE 6"

MIN ALL AROUND

6" 1'-6" 6"

3 GRANITE CURB - FLUSH

1"=1'-0"
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1 POURED-IN-PLACE (PIP) RUBBER SAFETY SURFACE

1-1/2"=1'-0"

2 ENGINEERED WOOD FIBER SAFETY SURFACE

1-1/2"=1'-0"

7 BACKLESS BENCH

1/2"=1'-0"

4 BIKE RACK

1/2"=1'-0"

L6

PLAYGROUND DETAILS

16

6 LITTER RECEPTACLES ON CONCRETE BASE

1/2"=1'-0"

3 IRRIGATED REINFORCED TURF

1-1/2"=1'-0"

5 DECIDUOUS TREE PLANTING

1/2"=1'-0"

8 CONTAINER SHRUBS AND GRASSES PLANTING

1"=1'-0"

E

Q

U

A

L

E

Q

U

A

L

EQUAL

SCARIFY SUBGRADE

TO A DEPTH OF 6"

UNDISTURBED

SUBGRADE

PLAN-TRIANGULAR SPACING

PERENNIAL PLANT

TEASE ROOTS OUTWARD IF POT-BOUND

EQUAL

NOTES:

1. SEE PLANTING SCHEDULE FOR PLANT SPACING

1
2
"
 
M

I
N

P
L
A

N
T

I
N

G
 
S

O
I
L

2-3" HARDWOOD MULCH; INSTALL JUTE

EROSION CONTROL FABRIC UNDER MULCH

WHERE SLOPES ARE 3:1 OR STEEPER

8
"

STABLE AND UNYIELDING

SUBGRADE

(95% COMPACTION)

SAND BASED SOIL ROOT ZONE (90%

SAND 10% LOAM)

G2600 STALOK FIBER TILLED INTO

TOP 4" OF SAND BASED SOIL ROOT

ZONE; APPLY AT A RATE OF 1 LB/10

SQUARE FEET; SEE NOTE

SOD: BLUEGRASS/FESCUE TURF

BLEND GROWN IN SANDY LOAM

BY DOWN EAST TURF FARM OF

KENNEBUNK, ME OR APPROVED EQUAL

4
"

DRIP IRRIGATION (SEE IRRIGATION

NOTES ON SHEET L1)

NOTES:

1. STALOK FIBER IS PROVIDED BY STABILIZER SOLUTIONS, INC. 33 SOUTH 28TH/ ST., PHOENIX, AZ

85034; PHONE   (602) 225-5900, (800) 336-2468; FAX (602) 225-5902; WEBSITE

STABILIZERSOLUTIONS.COM; EMAIL INFO@STABILIZERSOLUTIONS.COM

2. STALOK FIBER PRODUCT REPRESENTATIVE IS BILL PAPROCKI. CONTACT PRODUCT

REPRESENTATIVE TO ORDER MATERIAL AT (404) 915-125 OR SPORTSBILL@GMAIL.COM.

PRODUCT REPRESENTATIVE SHALL BE ONSITE DURING INSTALLATION. CONTRACTOR SHALL

COORDINATE INSTALLATION WITH PRODUCT REPRESENTATIVE.

3. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

4. FIBERS SHALL BE APPLIED AT THE SPECIFIED RATIO BY TILLING INTO SOIL USING A REVERSE

TINE TILLER. A MINIMUM OF THREE PASSES IN DIFFERENT DIRECTIONS IS REQUIRED.

5. SAND SHALL MEET THE REQUIREMENTS OF MANUFACTURER'S SPECIFICATION.

6. LOAM AND SOD SHALL MEET THE REQUIREMENTS OF THE CITY OF MANCHESTER STANDARD

SPECS SECTION 641 - LOAM AND SECTION 648 - SOD.

6
"

9
"

NON-WOVEN

GEOTEXTILE

COMPACTED IPEMA-CERTIFIED

ENGINEERED WOOD FIBER;

INSTALL IN TWO EQUAL-HEIGHT

LIFTS; COMPACT PER

MANUFACTURER'S INSTALLATION

INSTRUCTIONS

STABLE AND UNYIELDING

SUBGRADE

CRUSHED STONE

DRAINAGE LAYER

SEE PLANS FOR

ADJACENT

CONDITION

FLUSH

1

3

4

"

3
"

6
"

1/2" PIP RUBBER TOP SURFACE

(BY OTHERS)

1.25" PIP RUBBER

BASEMAT (BY

OTHERS)

ASPHALT BINDER

COURSE, SEE

CIVIL DRAWINGS

APPLY

MANUFACTURER-SUPPLIED

PRIMER TO ALL VERTICAL

SURFACES ABUTTING PIP

RUBBER AS WELL AS

PERIMETER OF BASE

BEFORE EACH POUR

(BY OTHERS)

SEE PLANS FOR

ADJACENT

MATERIALS

ASPHALT BINDER COURSE

COMPACTED CRUSHED

GRAVEL BASE

GEOGRID

REINFORCEMENT

NOTE: PIP RUBBER WILL BE PURCHASED AND INSTALLED BY OTHERS. CONTRACTOR

SHALL INSTALL ASPHALT BINDER COURSE AND CRUSHED GRAVEL BASE.

CONTEMPORARY SERIES 4

FOOT BENCH WITHOUT

BACK BY WABASH VALLEY;

SURFACE MOUNT, COLOR:

BLUE; BENCHES WILL BE

PURCHASED BY OTHERS.

CONTRACTOR SHALL

ACCEPT DELIVERY AND

INSTALL.

2'-6" MIN

CONCRETE SLAB

ON GRADE, SEE

CIVIL DRAWINGS

5'-0" MIN

CONCRETE SLAB

ON GRADE, SEE

CIVIL DRAWINGS

MOUNTING PLATE COVER

(4 PER BENCH; ADD-ON ITEM)

SECURE BENCH WITH 4" STAINLESS STEEL (SS)

THREADED ROD EPOXY-SET INTO DRILLED HOLE IN

CONCRETE, SECURE WITH SS NUT AND WASHER

6
"

3
6
"

ASPHALT PAVEMENT, SEE CIVIL DRAWINGS

3000 PSI CONCRETE FOOTING

CRUSHED GRAVEL

4
'
-
6
"
 
M

I
N

 
C

L
E

A
R

A
N

C
E

F
R

O
M

 
F

E
N

C
E

PLAN

BIKE

RACK

HITCH POST BIKE PARKING

RACK, SURFACE MOUNT, BY

PARK WAREHOUSE,

WWW.PARKWAREHOUSE.COM

OR 877-344-9205

COLOR: BLUE

2'-0" MIN

CLEARANCE FROM

PLANTING BED

3/8" Ø 4"-LONG SS

SECURITY FASTENER

SET IN NON-SHRINK

EPOXY GROUT IN

PRE-DRILLED HOLE

1
'
-
6
"

1'-0"

PLAN

LITTER
RECYCLING

WALKWAY

3
'
-
0
"

6'-6"

CONCRETE SLAB

ON GRADE, SEE

CIVIL DRAWINGS

ELEVATION

SECURE TO SLAB WITH

MANUFACTURER-

SUPPLIED ANCHOR

BOLTS

JUBILEE™ 80G TRASH

CAN AND RECYCLING

BIN BY GLASDON

WWW.GLASDON.COM

COLOR: BLACK

TRASH LETTERING: GOLD

RECY. LETTERING: BLUE
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